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{NOTES:
}
PAVEMENT DESIGN PARAMETERS AND PAVEMENT SECTION AS
IDENTIFIED IN THE GEOTECHNICAL REPORT SHALL BE VERIFIED WITH THE
ONSITE GEOTECHNICAL ENGINEER PRIOR TO CONSTRUCTION

THE FINAL FOOT OF PAVEMENT SUBGRADE SHALL CONSIST OF EITHER
OFF-SITE GRANULAR FILL OR LIME TREATED CLAY. SEE GEOTECHNICAL
REPORT FOR DETAILS.

Graded Aggregate Base 8"3

Subgrade Compaction, note below and geotechnical report

431
2

Bituminous Base Course 3"

4

2

Bituminous Surface Course 1 1/2"1

NTS

{NOTES:}
1. EXPANSION JOINTS SHALL BE LOCATED WHERE SIDEWALK ABUTS CONCRETE DRIVEWAYS, CURB OR OTHER
ADJACENT STRUCTURES.

2. ONE-HALF INCH BITUMINOUS JOINT FILLER SHALL BE INSTALLED AT EXPANSION JOINT LOCATIONS AND SHALL
EXTEND THE FULL DEPTH OF THE CONCRETE.

3. 1" DEEP CONTRACTION JOINTS SHALL BE PLACED AT INTERVALS OF APPROXIMATELY 15' [4572mm] OR AT A SPACING
THAT MATCHES THE ADJACENT CURB.

4. FORMED CONTRACTION JOINTS SHALL BE FINISHED WITH A TOOL HAVING A 1/4" [6mm] RADIUS.

5. SCORED JOINTS SHALL BE 1/4" [6mm] DEEP AND PLACED AT THE SPACING INDICATED FOR THE WIDTH OF SIDEWALK
OR MATCH SCORED JOINTS OF ADJACENT CURB.

6. CONCRETE SHALL BE FINISHED BY MEANS OF A FLOAT, STEEL TROWELLED AND BROOMED WITH A FINE BRUSH IN A
TRANSVERSE DIRECTION.

7. 1/4" DEEP SCORED JOINTS (TYP) SPACED AT 6' [1829mm] OR EQUAL TO SIDEWALK WIDTH.

1" [25mm]
SCORED OR SAWCUT
CONTRACTION JOINT.

TOP OF CURB

1/4" [6mm] DEEP SCORED JOINTS1/4" [6mm] R. (TYP.) FORMED JOINTS ONLY

CLASS "B" CONCRETE EXPANSION JOINT WITH 1/4" [6mm] BITUMINOUS JOINT FILLER

1% MIN. 2% MAX.

1% MIN. 2% MAX.
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VARIES PER PLANS 0' MIN.
10.5' MAX.
[3200mm]

{TYPICAL SECTION}

{EXPANSION AND SCORED JOINT DETAIL}
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60' MAX.[18288mm]
EXPANSION JOINT TO EXPANSION JOINT

60' MAX.

[18288mm]
EXPANSION JOINT TO EXPANSION
JOINT

SEE NOTE 7
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{PLAN}

FOR TRENCH WIDTHS EXCEEDING 4' [1219mm] REFER TO VA STANDARD DETAIL 32 12 16-02
"TYPE 2 UTILITY TRENCH PATCH".
FOR TRENCH WHERE PORTLAND CEMENT CONCRETE (PCC) PAVEMENT  EXISTS, REFER TO 32 12
16-03 "TYPE 3 UTILITY TRENCH PATCH".

2" [50mm] MINIMUM OR THICKNESS OF EXISTING PAVEMENT WHICHEVER IS GREATER.

BITUMINOUS SURFACE TREATMENT (CHIPSEAL) REQUIRED ONLY FOR LONGITUDINAL TRENCHES WITH WIDTHS GREATER THAN 6' [1829mm].

4" [100mm] MINIMUM ABC OR THICKNESS OF EXISTING GRANULAR BASE COURSE MATERIALS (E.G. ABC & SELECT MATERIAL) WHICHEVER IS GREATER.
REFER TO VA STANDARD DETAIL 32 12 16-04 "UTILITY TRENCH PAVEMENT PATCH NOTES" FOR ADDITIONAL INFORMATION.

NTS

4'-0" MAX.

[1219mm]

1'-0" MAX.

[305mm]
1'-0" MAX.

[305mm]

TRENCH BACKFILL

ABC 100% MIN. COMPACTION
ASPHALTIC CONCRETE

SAW CUT EXISTING. ASPHALT FULL DEPTH BOTH SIDESTACK COAT (TYP.)

EXISTING PAVEMENT

A
NTS

2

0.075 Gal./Sq. Yd. Tack Coat (WV DOT Item 408)2

NTS

{NOTES:}
1. Where concrete curb and gutter are removed, match profile of existing curb
and gutter

Match existing grades
Class "B" Concrete Asphalt Pavement

Concrete Sidewalk
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THE LIFE YOU SAVE MAY BE YOUR OWN

WITHOUT A LOST TIME ACCIDENT
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BLUE

BLUE OUTLINE WITH WHITE INTERIOR
JOINT BRACING

RED

WHITE

BLUE

BRACING SEE CONSTRUCTION SIGN DETAIL 01010-1
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4"x4"  [102x102mm] POST IF SIGN IS INSTALLED ON GRADE
FIN. GRADE

WOOD STRIPS
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{ELEVATION}
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Veterans Affairs
Department of

ALL LETTERING TO BE  PAINTED BLACK WITH  EXCEPTION OF PROJECT  TITLE WHICH IS TO BE BLUEPAINT BORDER MEMBER BLACK ENAMEL

2"x4" [51x102mm] FRAME AND BRACES IN SAME PLANE
METAL FACE WHITE ENAMEL

2"x4" [51x102mm] FRAME AND BRACE IN BACK

BORDER MEMBER PAINTED BLACKBACKGROUND TO BE PAINTED WHITE

METAL FACE

STRETCH METAL FACE TIGHT, TURN OVER FRAME AND SECURE WITH FLAT HEAD DEFORMED NAILS.
LETTERING TO BE HELVETICA STYLE 1 1/2" [38mm] HIGH TO BE  CENTERED HORIZONTAL

ANY SEAM IN METAL TO BE FLAT SEAM - SEAMS TO BE HORIZONTAL AND OCCUR BETWEEN LINES OF LETTERING.
{NOTE:}

4"x4" [102x102mm] POSTS PAINTED WHITE

{SECTION ON CENTERLINE}{ELEVATION}

THIS SPACE FOR CONTRACTOR'S NAME ONE OR TWO LINES AS REQUIRED

THIS SPACE FOR PROJECT TITLE LETTERING TO BE HELVETICA STYPE 5" HIGH CENTERED BETWEEN LETTERING ABOVE AND BELOW ONE OR TWO LINES AS REQUIRED
DESIGNED AND SUPERVISED BY: DEPARTMENT OF VETERANS AFFAIRS MARTINSBURG, W.V.

GENERAL CONTRACTOR

CENTER TO BE WHITE

SURROUNDING BORDER TO BLUE
[152mm]

[2438mm]
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TEMPORARY CHAIN LINK GATE

RELOCATE DEMENTIA UNIT

{NOTES:
}
FOR COURTYARD CONCRETE AREAS SEE CONCRETE PAVING DETAIL DETAIL, SHEET
LP104

FILL W/ CONCRETE, FINISH
LEVEL WITH TOP OF PIPE

8"  STEEL PIPE BOLLARD,
PRIME AND PAINT YELLOW

FINISH GRADE

14"  CONCRETE FOOTING:

REFER TO CAST IN PLACE

CONCRETE SPECIFICATION

FOR ALL CONCRETE WORK
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